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The CUTP044K, CUTP084K, and CUTP164K balun 
hubs transmit power and video over a single UTP 
(unshielded twisted pair) cable. The balun hubs will 
support either 4, 8, or 16 cameras with a CUTP014K 
placed at each camera. The baluns allow you to 
eliminate more expensive coaxial cable and simplify 
the installation with UTP cat 5e/6.

Features:Description: 

Video Transmission Distance:

Features:

Impedance

Video

Video Format

Coax:male BNC 75Ω unbalanced

UTP:RJ45 Jack 100Ω balanced

HD-TVI/AHD/CVBS/CVI

Common Rejection 15KHz to 71MHz   60dB typ

Operating Frequency DC to 71MHZ

Wire
Category Type UTP Cat 5e / 6
Impedance 100± 20Ω

DC Loop Resistance 52Ω per 1000ft ( 18Ω per 328ft )

Surge Video Input 2KV (Common mode), 10/700us IEC61000-4-5/1955
Video Output 2KV (Common mode), 10/700us IEC61000-4-5/1955
Surge Protection Renewable soild state surge protection

Power
Power Input 110VAC
Power Transmission 36VDC up to 1000ft via UTP cat 5e / 6
Power Consumption 4-ch 80w,       8ch-150w,       16ch- 300w
Output power per ch 18.5w

Mechanical
Dimension (LxWxH) 4-ch~8-ch11.8” x 10.28” x 2.20”, 16-ch 16.92” x 10.28” x 2.20”
Net Weight 4ch~10.47lbs,        8ch~15.10lbs,    16ch~27.56lbs
Operating Temp -13°F ~ 131°F
Relative Humidity 0~95% (Non-condensing)

CUTP044K

CUTP084K

CUTP164K

Resolution       HD-TVI   HD-AHD
1080P
4MP
5MP
4K
CVBS

cat 5e/6~300ft  cat 5e/6~300ft 
cat 5e/6~250ft  cat 5e/6~250ft 
cat 5e/6~200ft  cat 5e/6~200ft 

 cat 5e/6~150ft cat 5e/6~150ft
cat 5e/6~1312ft

• 18.5w output power per channel
• Rack Mountable
• Built-in solid state TVS for surge Protection 
• Ground loop isolation
• UTP (Unshielded twisted pair) cat 5e / 6 cable

CUTP014K   Single HD-Analog balun up to 4K resolution, for use with 
   CUTP044K, CUTP084K, and CUTP164K balun hubs
   Compatible with TVI, AHD, CVBS. Power 12vdc@1.5A
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