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Balun Specifications 

Video Transmission Distance 200m 

Power Transmission Distance 300m  

Video Connector BNC-M 

UTP Cable Connector RJ45 

Signal Transmission Band 0 - 65MHz 

Interface Rejection >60dB 

Surge Protection 
2KV 10/700us  
per IEC61000-4-5 

MTBF >20000h 

General Information 

Operating Temperature 
32°F to 131°F 
(0°C to 55°C) 

Operating Humidity 0% - 95%  

Dimensions (L x W x H) 

04HD 
11.0” x 7.0” x 2.6” 
280 x 180 x 66.8 mm 

08HD 
11.0” x 7.0” x 2.6” 
280 x 180 x 66.8 mm 

16HD 
17.0” x 7.8” x 2.6” 
430 x 200 x 66.8 mm 

Weight 

04HD 2.1kg 

08HD 2.3kg 

16HD 3.8kg 

Description:  
 
 

The CUTP04HD, CUTP08HD, and CUTP16HD 

balun hubs transmit power and video over a single 

UTP (unshielded twisted pair) cable. The UTPHD 

balun hubs will support either 4, 8, or 16 cameras 

with a CUTP01HD placed at each camera. The 

UTPHD baluns allow you to eliminate more 

expensive coaxial cable and simplify system 

installation.  

 

Features: 

 200m video transmission distance 

 Integrated power supply  

 DC12V 
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