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The CM55VW is a 55” HD LED video wall panel 
used in a wide variety of video wall applications. 
This HD panel can display high resolution 
1920x1080 video when connected to a high 
resolution HDMI port.

This Video Panel features a thin 1.8mm thin bezel 
offering a low obstruction view when used in a 
video wall application (3.5 joint bezel).

It is equipped with built-in hardware allowing to 
join (splice) several video panels together to form 
a video wall. Features Anti-Burn and auto standby 
functions for screen protection.

It is designed for professional display solutions, 
continuous operation offering exquisite picture 
quality.

• 55” LED video wall panel
• HDMI digital input
• DVI Digital input

DP-IN input
• Aspect ratio; 16:9
• High Resolution 1920x1080
• Viewing angle 178˚/178˚

Features:Description: 



Dimensions

CM55VW Specifications 

Specifications and design are subject to change without notice.  Conversions: 1” = 25.4mm.  Measurement conversions are approximate.
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General Information
Case Material Sheet Metal 
Mounting 600x(94+200+94) /580x460mm
 Power Cord, Remote Control, 
 HDMI Cable and User’s  Manual
Certifications CE, FCC, HDMI, 
 32°F to 104°F
 (0°C to 40°C)
Humidity 20%～85%
 47.703” x 26.859” x 4.437” 
 (1211.54 x 682.34 x 112.6 mm)
Weight 59 lbs (27.2 kg)

CVWM Video wall, wall mount 
CVFM2x2 Video wall, floor mount (2x2)
CVFM3x3 Video wall, floor mount (3x3) 
CVI8XM Video wall matrix 
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Power
Power Source  100 ~ 240V AC 
Power Consumption  170.7 W

Input / Output
Digital Video HDMI: Up to 1920 x 1080
Analog Video  VGA: Up to 1920 x 1080
Audio Inputs  1 x 3.5 mm mini-jack (verify)
  1 x 3.5 mm mini-jack
Analog Outputs Output active for inputs for 
 analog and digital audio
Audio Amplifier 1 Watt / Channel (verify)
Speakers 2 built-in 

Monitor Features 
Display Resolutions 1920 x 1080
Viewable Area (W x H)     47.625” x 26.781”
Viewable Angle (H x V)  178° / 178°
Pixel Pitch 0.630 x 0.630 mm
Display Colors 1.07B 
Aspect Ratio 16:9 
Minimum Seam 1.8 mm
Brightness 500 CD/m2
Chroma 1.06B
 Contrast, brightness, definition, 
 color saturation, color tone, signal
 switching, color temperature 
 adjustment, refresh rate switching
 and running state display
  RS232 centralized control, 
 infrared control
 Heat dissipation and 
 improved reliability

System Functions

Control Mode

Intelligent Cooling
System

HD


