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•
• Providing AHD, TVI, 960H, and D1 
•1080p Full HD recording
• Cross Web Browsing (IE, Safari, Firefox, Chrome)
• Privacy Masking

•Central Point VMS
•Central Point Mobile Android™ iOS™

Features

Software

Dimensions

CR04CH00

Video Input Channel
Video Input Type
Video Input 
Resolution

Display 
Resolution
Display Speed
Display Mode

Display Output

Operating Humidity
Operating Temperature
Power Source

Dimension
Net Weight

Power Consumption

Video Specifications

Network

Recording

Approvals

BNC
IP

General Information

Spot
VGA, HDMI

Spot
VGA, HDMI

Compression
Record 
Resolution IP

BNC

Record Speed

Record Mode
Pre Alarm
Post Alarm

Playback
Simultaneous Playback
Playback Mode
Search Mode

Storage
Internal HDD
External Storage
ClipCopy
Clip Copy File Type

Function
Audio 
Alarm 
Serial Port 
USB 
PTZ & OSD Control 
Text In 
User Interface 

Ethernet 
Max. Network Thoughput 
Remote Monitoring

4ch (4 BNC, 1 IP)
TVI, AHD, CVBS, IP

1080p, 720p, 960H,D1(CVBS)
Up to 3MP

1 VGA, 1 HDMI
1920x1080, 1280x720, 1024x768

n/a
100/120fps

1/4 Split, Sequence
n/a

H.264
1080p, 720p, 960H

Up to 3M
Main Stream: 120fps@1080p
Sub Stream: 120fps@VGA

Continuous, Motion, Alarm, Panic
1sec ~ 5sec

5sec ~ 10min

1, quad, Split
Forward, Backward, 2x ~ 64x

Time, Event, Thumbnail, Text, Smart (motion)

1 SATA Interface
iSCSI
USB

EXE, H4V, AVI, MP4

1 RCA Input / 1 RCA Output, 1 HD Output
4 Input / 1 Output (Terminal block)

1 RS485 (Terminal Block)
2 USB (Front)
RS485, UTC

POS/ATM (VSSI-Pro, ASCII, Network)
Mouse, USB/RS485 Keyboard

1 RJ45 10/100/1000 Base-T
Guarantee 72Mbps, Bandwidth Control

Central Point VMS, Web, iOS™, Android™

0 ~ 90% RH (Non-condensing)
0°F ~ 113°F
12VDC, 2A

Max 19.2W (1HDD)
10.24” x 1.75” x 8.66”

1.76lbs (Exclude HDD)

Composite input port for 4 channel
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