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Features: 

• 19” LCD monitor 

• High brightness and contrast ratios that 

dramatically reduce brightness degradation, 

eliminating typical CRT flicker and eye strain 

while improving picture quality 

• Long-life backlight that consumes less power 

than CRT monitors  

• Selectable video, VGA and DVI 

• 100 mm standard VESA mounting pattern 

• Wall and ceiling mount options 

• Desk stand included 

 

Description:  
 
The CMC19LCD monitor is part of Costar’s 
CMC series professional monitors. The CMC 
series offers monitors with multiple input 
formats including VGA, HDMI, and 
composite video with looping BNC outputs.  
The high brightness and contrast ratio add a 
brilliance to the screen that is unmatched by 
traditional CRT monitors.  The CMC series 
monitors have a stylish look and compact 
size that make them a great choice for public 
view areas.  With a standard VESA 100 mm 
rear mounting pattern the CMC Series will 
accommodate a wide variety of wall, desk of 
ceiling mounts. 
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Specifications and design are subject to change without notice.  Conversions: 1” = 25.4mm Measurement conversions are approximate. 
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Power 

Source DC12V or 3.33 Amp 
(AC100~240V @50/60Hz) 

Consumption < 35 Watts 
Cord 5 feet (1.5 m) 

Panel 
Size 19” (481.84 mm) diagonal 
Aspect Ratio 4:3 
Viewing Angle (H / V) 170° / 160° 
Pixel Pitch 0.294x0.294mm 
Contrast Ratio 1000:1 
Response Time 5ms 
Brightness  250cd/m2 
Display Colors 16.7M 
Resolution 1280 x 1024 
Plug & Play DDC 1/2B 
Video Compatible NTSC 
Audio None 

Input / Output 
Analog VGA; 15 pin D-Sub 
Digital DVI 
BNC In / Out 1 / 1 

General Information 
Approvals UL, FCC, CE, RoHS 

Temperature 32°F to 104°F 
(4°C to 40°C) 

Humidity 80% RH Max 

Dimensions (w x l x h) 16.8” x 6.25” x 16.4” 
(427 x 159 x 415 mm) 

Weight 12 lbs. (5.4 kg) 
Mounting Pattern 100 mm standard VESA 

Accessories 
 

CMC19MBW 

 

Swivel wall mount for LCD 
monitors and displays, 
heavy load capacity of 
40lbs. with a swivel range 
of up to 180° 

 
CMC1000MBW 

 

 

Ceiling mount for public 
view monitors and 
displays, heavy load 
capacity of 32 lbs. with a 
swivel range of up to 180° 
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