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The CCC3736B micro board camera provides 
high quality video at an impressive 750TVL 
resolution. The compact modular design makes 
this camera perfect for applications where a 
camera is needed to be placed inside of 
machines such as ATM’s or vending machines.

• 750TV Lines Resolution
• 3.6mm Lens
• Digital Day & Night
• Day & Night Function, Auto, Color, B/W
• Back Light Compensation (BLC), Off, HLC
• Digital Noise Reduction (DNR), 2D
• 12VDC

Features:Description: 



Power
Power Source  12VDC (±10%) 
Power Consumption  70 mA

Camera Functions
Back Light Compensation Yes
Day/Night Yes
Digital Noise Reduction Yes; 2DNR
Motion Detection Yes

Features
Video Output 1 Vp-p, 75 Ω CVBS (BNC) 
Privacy Zones 4 zones
Back Light Control On / Off / HLC

Sensor
Image Sensor    1/3” SONY EXview HAD CCD II
Resolution    750TVL
Scanning Method    2:1 Interlace
Lens 3.6 mm
Minimum Illumination 0.1 Lux
S/N Ratio    ≥ 50 dB
Shutter    1/60 ~ 1/100,000 sec
Day / Night    Digital Day / Night
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CCC3736B Specifications 

Specifications and design are subject to change without notice.  Conversions: 1” = 25.4mm.  Measurement conversions are approximate.
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Model Lens (mm) Resolution
CCC3736B 3.6 mm 750TVL Resolution

General Information
Temperature -4°F to 140°F (-20°C to 60°C)
Humidity ≤ 80%
Approvals FCC
  1.20” (H) x 1.20” (W) x 1.25” (D) 
 (30 (H) x 30 (W) x 32 (D) mm) 
Weight .2 lbs.

Dimensions
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