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Features: 

 600 TV Lines of resolution 

 2.8 mm fixed mount lens 

 1/3” Color CCD image sensor 

 130° wide angle view  

 Back Light Compensation (BLC) 

 Available in black or silver 

 DC12V 

Description:  
 

The CCC3602JC door jam camera provides 

high quality video at 600 TV lines of 

resolution. The CCC3602JC is available in 

black or silver chassis to match the door 

mullion to blend in with the overall building 

aesthetics. The door jam cameras are an 

ideal choice retail, banking, convenience 

stores, fast food chains, and many other 

commercial applications.  
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Specifications and design are subject to change without notice.  Conversions: 1” = 25.4mm Measurement conversions are approximate. 

 

 

  

 
 

 

 

 

 

 

 

Model Lens (mm) Resolution 

CCC3602JCS – Silver 2.8 mm 600 TVL 

CCC3602JCBK – Black  2.8 mm 600 TVL 

Dimensions 

 

 
 

Power 

Power Source DC12V 

Power Consumption 1.5 Watts 

Sensor and General Information 

Image Sensor 1/3” Color CCD 

Lens 2.8 mm fixed mount  

Minimum Illumination 1.0 Lux 

Total Pixels 811 H x 507 V 

Horizontal Resolution 600 TVL 

Scanning System 2:1 interlace 

Scanning Frequency 15.734KHz H x 59.94Hz V 

S/N Ratio 
More than 50dB 
(AGC On) 

Video Output 
Composite Video 
1,0 Vp-p/75Ω 

Camera Functions 

BLC Yes 

AWB Yes 

Auto Exposure Yes 

Gain Control Yes 

Gamma 0.45 

General Operating 

Operating Temperature 
32°F to 104°F 
(0°C to 40°C) 

Operating Humidity 96% RH Max 
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