
Description

2 Megapixel
Wall Plate Camera

HD Over Coax / HD-TVI

CCT2J25
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www.costarvideo.com

The CCT2J25 Wall Plate camera provides
high quality video at 2 megapixel resolution
over existing coaxial cable. Costar’s new line
of HD-TVI cameras are compatible with the
ET Series DVRs and StarNET Video
Management Software. StarNET is the remote
access software that allows users to remotely
view live and recorded video. StarNET
incorporates features such as advanced
event notification, map monitoring, system
status monitoring and many more.
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Image Sensor        1/2.8”Sony Starvis™CMOS
Resolution        1080P

Scanning System
Video Output

Progressive
AHD,TVI,CVI or CVBS

S / N Ratio 50dB (AGC off)
Min. Illumination 0.01 lux (F1.0)
D-WDR Off - 0~8
Sens-up Off - x2 -x30
Backlight Off / BLC / HSBLC
DNR Off / Low / Middle / High
Privacy Mask 4 Masks
Motion Detection Off / On
Power Source 12VDC

2.5mm Megapixel Fixed LensLens

Power Consumption 2 Watts
Operating Temp -4°F ~ 140°F

2.68”L x 2.24”W x 3.74”HDimension
Weight 0.44lbs
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